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1 General considerations 

 

Topic Page 
About this component documentation 3 
About the safety notices 4 
 
 

1.1 About this component documentation 

This component documentation applies for the controllers HON 673. 
This component documentation provides all individuals with the information 
required in order to safely handle the device in connection with the following 
tasks: 

 Maintenance and servicing 
 Storage and disposal 

 

This component documentation is intended for anyone who requires the follow-
ing information concerning the product: 

 Intended use 
 Device models 
 Technical specifications 
 How it works 
 Maintenance manual 
 Spare parts drawings and spare parts lists 

 

Honeywell offers products with identical functions in a number of different sizes. 
For this reason, we are unable to guarantee that the illustrations in this docu-
mentation will match the dimensions of your product. In these cases, the illustra-
tions should be viewed as a concept sketch. 
 

Failing to observe the information provided in this document may lead to injuries, 
including death and material damages. 

To ensure the safety, any persons handling the product must have read and un-
derstood the following parts of this document before they start with any work 
involving it: 

 the chapter entitled Safety 
 the chapters that describe the work to be done 

 

Unless explicitly permitted, the disclosure as well as duplication of this document, 
the exploitation and communication of its contents are prohibited. Any breach or 
infringement will result in liability for damages. All rights reserved in the event of 
patent, utility model or registered design registration. 
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Tel: +49 561 5007-0 
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E-mail: gas-ks@honeywell.com 

Website: 

www.honeywellprocess.com 
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Printed in Germany 
 

The manufacturer will not be liable for damages and malfunctions arising from 
failure to observe this component documentation and other applicable docu-
ments. 
 

The written approval from Honeywell Gas Technologies GmbH, Kassel, is required 
for any modifications and additions to the product. Any violation will void the legal 
liability for consequences arising thereof. 

 
 

1.2 About the safety notices 

The information contained in the safety notices is intended to prevent personal 
injury. Safety notices contain the following information: 

 Nature and source of the danger 
 Possible consequences associated with the non-observance of the notice 
 Procedures for the prevention of personal injury 

 

This document contains the following types of safety notices: 

Type of safety 
notice 

Description Sign 

Basic safety notices Superordinate safety notices not relating 
to a specific task: 
 They contain a summarized descrip-

tion of hazards, risks and safety pro-
cedures associated with the handling 
of the device. 

 Their purpose is to inform and educate 
the user about an existing danger and 
about practicing behavioral safety. 

 They are suitable as safety instruction 
for all employees handling the device. 

Recognizable by the 
heading of the chapter 

Instruction-related 
safety notices 

Safety notices containing specific in-
structions relating to the entire manual 
or a group of manuals 

 

 

 

Copyright 

Details about the 
manufacturer’s  
liability 

Constructive changes 

Meaning 

Types of safety  
notices 
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Type of safety 
notice 

Description Sign 

Step-related safety 
notices 

Safety notices containing specific in-
structions relating only to the step 

DANGER 
WARNING 
CAUTION 

Additional safety 
notice 

Instruction to observe certain safety 
notices with reference to a location in the 
document where safety notices contain-
ing specific information about dangers, 
risks and specific instructions for safety 
procedures can be found 

 

 

The safety notices containing specific instructions are identified with a signal 
word. The signal word represents a certain danger level: 

Danger level If you fail to follow the instruction, then 
… 

And the consequence is 
… 

DANGER an accident will happen serious bodily injury or 
death. 

WARNING an accident may happen possible serious bodily 
injury or death. 

CAUTION an accident may or will happen. minor or moderate 
bodily injury. 

 

Warnings about possible material damages are identified with the word Attention 
in this document. 

 
 

Danger levels 

Warnings about ma-
terial damages 
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2 Description 

 

Topic Page 
Intended use 6 
Device models 7 

Labels/Markings 8 

Physical design and operation 10 

Special operating information 11 

Technical specifications 13 
 
 

2.1 Intended use 

The HON 673 controller is used to trigger safety equipment within a controlled 
gas system. 
The controller can be used for neutral, non-aggressive gases and the gases speci-
fied in DVWG Code of Practice G260. 

Note: The device’s operating limits concerning the gas, the operating pressure, 
and the operating temperature can be found either on the rating plate affixed to 
the device or in the device’s technical specifications. 

The use under different operating conditions must be coordinated in consultation 
with the manufacturer. 
 

The HON 673 controller, which conforms to DIN EN 334 / DIN EN 14382, is in-
tended to be used for the following gas pressure regulators: 

 HON 300 
 HON 330 
 HON 332 
 HON 370 
 HON 372 
 HON 380 
 HON 402 
 HON 503 
 HON 703 
 HON 704 
 HON 720 
 HON 5020 

 

Further technical information that must be observed is contained in the respec-
tive main valve product information and in the user manual and maintenance 
instructions for the product. 
 

Contents 

Intended use 



Description 
 

 HON 673 Controllers Component Documentation  7 
 

Please observe the following limitations of use: 

 Do not use the device for any media other than those mentioned in the in-
tended use or those discussed with and approved by the manufacturer. 

 Do not use the device in any installation position other than the one docu-
mented in this component documentation. 

 Do not use the device against the direction of flow specified on the device 
and in the component documentation. 

 When replacing defective parts, only use original spare parts or manufactur-
er-approved standard parts. 

 Do not attempt to modify or remodel the device on your own. 
 

 

2.2 Device models 

The configuration levels of the HON 673 controller can be varied in some respects 
using individual components.  

The following individual components are always part of the device: 
 Spring adjuster of the pilot spring 
 Comparator stage 
 Switch stem 

The following individual components are installed in some versions of the device: 

 Comparator stage 
 Diaphragm measuring unit 
 Piston measuring unit 

 

The comparator stage as an individual component is executed in four models with 
different designs in dependence on the control range (Wd) of the controller: 

Control range Wdso Design for upper response pressure 

25 to 2300 mbar K1a: Diaphragm measuring unit 

400 to 5200 mbar K2b: Diaphragm measuring unit 

400 to 4500 mbar K2a/1: Diaphragm measuring unit 

2500 to 8000 mbar K2a/2: Piston measuring unit 

 

Control range Wdsu Design for lower response pressure 

10 to 300 mbar K1a: Diaphragm measuring unit 

60 to 400 mbar K2b: Diaphragm measuring unit 

60 to 400 mbar K2a/1: Diaphragm measuring unit 

800 to 2200 mbar K2a/2: Piston measuring unit 

 

The technical specifications and maintenance information, as well as the spare 
parts lists and spare parts drawings in the appendix, describe all the HON 673 
controller models available. 

 
 

 

Limitations of use 

HON 673 controller 
models 

HON 673 controller 
models 

Versions and designs 
in this component 
documentation 
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2.3 Labels/Markings 

 
Illegible information on the device poses a risk of injury due to resulting erro-
neous operation, use, or installation. 
Labels, as well as inscriptions and stamping on the device, can eventually be-
come soiled or otherwise unrecognizable to such an extent that users will not be 
warned effectively of hazards and may be unable to follow required operating 
instructions. This will pose a risk of injury. 

 Make sure to always keep all relevant labels in good condition so that they will 
be easily legible. 

 Immediately replace damaged and missing labels. 
 

Make sure you have the right component documentation for your device. 

To identify your device, look at the nameplate. 
 

Make sure that the conditions on site correlate with the information on the type 
plate and the technical specifications. 

Technical specifications 
 

The monitoring device type plate locations are as follows: 

Figure No. Description 

 

1 Type plate on the side of the moni-
toring device 

2 Additional type plate on the side of 
the monitoring device 

 

Illegible labels 

Identifying the device 

Verifying the tech-
nical specifications 

Locating the moni-
toring device’s type 
plates 
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The details on the type plate have the following meaning: 

 

Figure No. Description 

 

1 Manufacturer ID 

2 Manufacturer’s address 

3 Type designation 

4 Serial number 

5 PS = Maximum allowable pressure 

 

The details on the additional type plate mean the following: 

Figure No. Description 

 

1 Specific control range [bar] 
Wdso = Excess pressure 

2 Specific control range [bar] 
Wdso = Insufficient pressure 

3 Setpoint to be set [bar] 
pdso = Upper response pressure value 

4 Setpoint to be set [bar]; see configu-
ration 
pdsu = Lower response pressure value 

 

Small color-coded text labels must be used to mark the controller’s connection 
lines based on what the lines are used for. 

 
 

Interpreting the type 
plate on the monitor-
ing device 

Interpreting the addi-
tional type plate on 
the monitoring device 

Labels on connection 
lines 
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2.4 Physical design and operation 

The controller is made up of the following individual components: 

Figure No. Description 

 

1 Pilot spring 

2 Comparator stage with diaphragm 
measuring unit 

3 Switch stem (not visible) 

  

  

  

  

  

 

The controller is made up of the following individual components: 

Figure No. Description 

 

1 Pilot spring 

2 Comparator stage with piston meas-
uring unit 

3 Switch stem (not visible) 

  

  

  

  

  

  

 

The controller features the following connections: 

Figure No. Description 

 

1 Vent line connection 

2 Outlet pressure connection (measur-
ing line); omitted with internal meas-
uring line 

  

  

  

  

  

 

Physical design of the 
controller K1a, K2b 
and K2a/1 

Physical design of the 
controller K2a/2 

Controller connection 
lines 
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Figure Color Meaning 

 

 
Outlet 
pressure 

 
Atmo-
spheric 
pressure 

 
Inlet pres-
sure 

  

  

 

 If the upper or lower response pressure is reached, the trip action this causes 
in the controller is transferred to the switch bearing of the trip mechanism via 
the switch stem. 

 This enables the locking mechanism of the valve flap (SAV valve plate) in the 
safety shut-off valve, the valve closes very quickly, and the flow of gas is in-
terrupted. 

 

 

2.5 Special operating information 

The SAV is equipped with an underpressure shutoff function. It can only be en-
gaged if the pressure at the sensing point corresponds to the operating pressure 
pd. 

 
 

Figure No. Description 

 

301 Closing cap 

305 
360 

Valve shank 

  

  

  

  

  

  

  

 

Functional diagram of 
the controller 

How the controller 
works  

Opening the safety 
shut-off valve (SAV) 

Installation units 
HON 300, HON 330, 
HON 332, HON 380, 
HON 402 and 
HON 720 
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Proceed as follows: 

Step Description 

1 Screw out the cap (301), reverse it, screw it onto the valve spindle (305) and 
slowly rotate it against the body. 
 The pressure compensating valve is actuated. 

2 Pull the cap all the way to the stop and allow it to slowly glide back. 
 The SAV is now open and engages. 

 

Important 
To ensure the proper function of the safety shut-off valve, it is essential that the 
cap (301) be screwed back into its normal position after the opening procedure. 
 

Figure No. Description 

 

401 Screw plug 

405 Valve shank 

  

  

  

  

  

  

  

 

Proceed as follows: 

Step Description 

1 The required pressure equalization is achieved by the opening of a bypass valve 
(push-button valve HON 913) installed on the main valve. 

2 Screw out the closure screw (401), reverse it and set it on the valve spindle 
(405). 

3 Press the valve spindle all the way down and allow it to slowly glide back. 
 The SAV is now open and engages. 

 

Test connections must only be set up if the controllers are installed in the valve 
bodies because otherwise mechanical damage can occur. 

 

Important 

The cap (301, 401) must be unscrewed from the valve spindle (305,360,405) 
when doing so. 
 

Note 

Before removal, the SAV must be tripped. The tripping occurs automatically in 
devices equipped with the underpressure shutoff feature. 

 
 

Installation units 
HON 503, HON 5020, 
HON 703 and 
HON 704 

Test connections 

Special maintenance 
information 
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2.6 Technical specifications 

The following characteristic values apply to all control ranges: 

 Value 

Max. inlet pressure pumax  
100 bar 
(1450 psi) 

Temperature range 
-20 to +60 °C 
(-4 to +140 °F) 

Materials 

Case: Aluminum alloy 
Internal parts: Aluminum alloy, stain-
less steel 
O-rings: rubber-like synthetic material 
diaphragms: rubber-like synthetic 
material 

 

Controller Automatic for overpressure [bar] Response time 
[sec.] 

K1a 0.025 – 2.3 0.1 – 0.3 s 

K2b 0.4 – 5.2 0.1 – 0.3 s 

K2a/1 0.4 - 4.5 0.1 – 0.3 s 

K2a/2 2.5 - 8.0 0.1 – 0.3 s 

 

Controller Automatic for underpressure [bar] Response time 
[sec.] 

K1a 0.01 – 0.3 0.1 – 0.3 s 

K2b 0.06 – 0.4 0.1 – 0.3 s 

K2a/1 0.06 – 0.4 0.1 – 0.3 s 

K2a/2 0.8 - 2.2 0.1 – 0.3 s 

 

The properties of the gas conveyed through the HON 673 controller must meet 
the requirements specified by the DVGW German Technical and Scientific Associ-
ation for Gas and Water in the latest version of DVGW Code of Practice G 260 (A). 
 

The device’s mechanical components do not contain any potential sources of 
ignition, and accordingly do not fall under the scope of ATEX 95 (94/9/EC). The 
electrical components used on the device meet all applicable ATEX requirements. 

 
 

Characteristic device 
values and materials 

Actuating mecha-
nisms for overpres-
sure 

Actuating mecha-
nisms for underpres-
sure 
 

Gas properties 

ATEX specifications 
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3 Safety 

 

Topic Page 
Basic safety rules 14 
Requirements concerning the workforce, personal protective gear, workplaces 15 
 
 

3.1 Basic safety rules 

These rules are intended for any individuals handling the device. 
 
 

These rules are designed to make sure that any individuals working with or on the 
device will thoroughly familiarize themselves with the corresponding hazards and 
safety measures and will observe the safety notices contained in this component 
documentation and on the device. If you do not follow these rules, there is a risk of 
injury including death and material damages. 
 

Observe the following rules: 

 Read the chapter entitled Safety and the chapters relating to your responsi-
bilities in their entirety. It is vital that you have understood these contents. 

 Always keep this component documentation in the vicinity of the device so 
that you can consult it when necessary. 

 Include this component documentation if you are transferring ownership of 
the device. 

 

Observe the following rules: 

 Only individuals who meet the requirements set forth in this component 
documentation have permission to work with/on the device. 

 The device’s intended use includes its use in hazardous locations. All work 
with and on the device must be carried out only after the presence of an ex-
plosive atmosphere has been fully ruled out. 

 Only use the device for the intended purpose. Never use the device for any 
other, potentially logical purposes. 

 Follow all the safety measures outlined in this component documentation 
and on the device. In particular, wear the mandatory personal protective gear. 

 Do not modify the device in any way, e. g. by removing parts or adding unap-
proved parts. In particular, you have no permission to modify or disable any 
safety contrivances. 

 When replacing defective parts, only use original spare parts or manufactur-
er-approved standard parts. 

 

Contents 

Target group of these 
rules 

Purpose of these rules 

How to use this com-
ponent documenta-
tion 

Handling the device  
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Personnel must meet the following requirements: 

 All personnel must meet the requirements corresponding to their duties. 
 All personnel must read and understand this component documentation 

before working with/on the device. 
 All occupational health and safety regulations that apply in your country 

must be complied with. 
 All personnel must be provided with the personal protective equipment re-

quired for their work. This personal protective equipment must be in good 
condition at all times. 

 All personnel must wear the personal protective equipment required for their 
work. 

 

The device is designed and built such that the employees can work with it without 
being at risk. In spite of all the precautions, accidents can happen under unfavor-
able circumstances. Always consult the directives of your company concerning 
the protection of the workforce. 

 
 

3.2 Requirements concerning the workforce, personal protective gear, 
workplaces 

Individuals tasked with handling the device must meet the following require-
ments: 

Personnel Responsibilities Required qualification 

Mechanical fitter  Mechanical removal and 
installation 

 Maintenance and servicing 

 Professional training and 
experience operating pressure 
equipment and systems 

 Knowledge of the relevant 
standards and regulations 

 Ability to identify and avoid 
dangers autonomously 

 

Any persons handling the device must be equipped with the following personal 
protective gear: 

Task Required personal protective gear 

Mechanical activities involved in 
maintenance, storage, disposal 

 Safety boots with protection for electrostatic 
discharge (ESD) 

 Safety gloves 
 

To ensure the safe handling of the device, the personnel must remain at the work-
places intended for performing their tasks. 

The workplaces for performing the various tasks are at the following locations: 

Task Workplaces 

 Maintenance, repairs 
 Storage 
 Disposal 

All around the device, depending on the task 

 
 

Requirements con-
cerning the workforce 

Conduct in the event 
of accidents 

Requirements con-
cerning the workforce 

Requirements for the 
personal protective 
gear 

Workplace require-
ments 
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4 Maintenance 

 

Topic Page 
Maintenance schedule 16 
Preparing for the maintenance 16 

Maintenance on the controller with diaphragm measuring unit 17 

Maintenance on the piston measuring unit 26 

Completing the maintenance 33 
 
 

4.1 Maintenance schedule 

The maintenance schedule provides an overview of the periodically required 
maintenance. 
 

Since the maintenance intervals are highly dependent on the operating condi-
tions and the gas quality, it is impossible to provide set maintenance intervals. It is 
recommended to use maintenance intervals conforming to the specifications in 
DVGW Code of Practice G 495. In addition, the need for maintenance must be 
determined and documented on the basis of operational requirements and expe-
rience. 

Maintenance must be carried out in compliance with all federal and state laws 
and regulations, as well as with the local rules and regulations set forth by the 
relevant utilities and authorities and any other applicable regulations. 

 
 

4.2 Preparing for the maintenance 

Proceed as follows: 

Step Description Explanation 

1 Have the mainte-
nance and servicing 
parts ready 

Refer to the topic Explanation of spare parts (see page 
36) to find out which spare parts drawings belong to 
your device model and have the corresponding mainte-
nance and service parts ready before starting mainte-
nance. 

   The spare parts that are always required for the con-
troller’s maintenance are listed in the spare parts kits 
for the controller. 

 Spare part drawings and spare parts lists are listed in 
the appendix (see page 36). 

  In addition to these maintenance parts, there are also 
servicing parts that need to be checked during mainte-
nance in order to make sure that they are in working 
condition. Depending on their condition, these must be 
replaced as needed. 
Consequently, it is recommended that the required 
servicing parts be kept on hand as per the section Ser-
vicing parts for controllers in the topic Maintenance and 
servicing parts for HON 673 (see page 60) to prevent 
downtimes. 

Contents 

Meaning 

Maintenance  
schedule 

Preparation work for 
controller mainte-
nance 



Maintenance 
 

 HON 673 Controllers Component Documentation  17 
 

Step Description Explanation 

2 Preparing special 
tools 

In addition to standard tools, have the special tools 
required for your specific controller model ready to go 
before maintenance. Please refer to the Special tools 
section in Lubricants, threadlockers, and special tools. 

  You will also need a magnetic bowl for the maintenance 
of your controller to enable removal of the balls of the 
guide sleeve. 

3 Have the required 
lubricants and 
threadlockers ready 

For specifications concerning the lubricants and 
threadlockers that must be used, please refer to the 
sections of the same name under Lubricants, thread-
lockers, and special tools. 

4 Removing the 
controller from the 
actuator assembly 

WARNING! Risk of serious injury posed by pressurized 
components moving in an uncontrolled manner when 
handled improperly. If not handled properly or in the 
event of a defect, gas can escape from pressurized 
components under high pressure and cause serious 
injuries and even death. Before you start working on 
these components: 
 Close all connections leading to the gas-carrying line. 
 Establish a depressurized status. Residual amounts of 

energy must be depressurized as well. 
 
Note! The SAV must be tripped before removal. 
Before starting with the maintenance work, the controller 
must be removed from the actuator assembly with which 
it operates. For instructions on how to remove the con-
troller, please refer to the user manual for the relevant 
gas pressure regulator. Keep in mind that it is always 
necessary to depressurize the actuator assembly (in-
cluding the controller) and purge all gas-conveying lines 
with nitrogen before removal. 

 
 

4.3 Maintenance on the controller with diaphragm measuring unit 

 
Crush and impact hazard posed by components falling or toppling over acci-
dentally. 
When working with heavy components that have been removed or are yet to be 
installed, injury may result if the components start moving in an uncontrolled 
manner, e.g., fall down from the working surface or topple over. 

 Place removed components exclusively on level, horizontal working surfaces 
with enough load-bearing capacity. 

 If necessary, secure removed components so that they will not fall or topple 
over. 

 Wear the required personal protective equipment. 
 Exercise caution when performing the relevant tasks. 
 

Observe the following cleaning instructions: 
 Before assembly, all parts must be cleaned in order to remove any foreign 

particles (swarf) and soiling. 
 If screws, bolts, or washers are replaced with identical new parts, any oil on 

these new parts must first be removed. 
 

Falling components 

Cleaning 



Maintenance 
 

 HON 673 Controllers Component Documentation  18 
 

Observe the tightening torques below when following the instructions in this 
section: 

Part Tightening torque Step Task 

Guide bushing screws 3 Nm 3 Mounting the controller 

Housing cover screws 12 Nm 13 Mounting the controller 

Housing cover screws Tightening torque: 
85 Nm for the following 
installation units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

13 Mounting the controller 

 

Proceed as follows: 

Figure Step Description 

 

1 Unscrew and remove the 4 screws 
(1) of the housing cover. 

 

2 Remove the housing cover (1). 

 

3 Unscrew the cap (1). 
The cover is needed as a tool. 

Tightening torques 

Dismounting the 
controller 
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Figure Step Description 

 

4 Remove the spring (1). 

 

5 Remove the intermediate ring (1). * 
*) Only for the following types: 
 K2b  
 K2a/1 

 

 

6 Screw the cover (1) onto the valve 
spindle (2). 

 

7 Hold down the diaphragm system 
(2) and pull the valve spindle (1) 
upwards, or press the valve spindle 
downwards. * 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

8 Remove the diaphragm system (1) 
by lifting it off. 
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Figure Step Description 

 

9 Use the magnetic bowl to remove the 
6 balls (1). 

 

10 Depending on the type, screw out 
the hexagon nut (1), the valve plate, 
or the pressure piece. 

 

11 Remove the valve spindle (1). Check 
the valve spindle for damage on the 
switching edge. 

 

12 Unscrew and remove the 3 screws 
(1) * of the guide bushing. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

13 Remove the guide bushing (1) *. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 
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Proceed as follows: 

Figure Step Description 

 

1 Replace the ring seal (1) with a new 
ring seal or the O-ring (1) * with a 
new, lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

2 Replace the O-rings (1) * and (2) with 
new, lubricated O-rings. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

3 Replace the O-ring (1) * with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following types: 
 K2b  
 K2a/1 

 

 

4 Replace the O-ring (1) * with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 300 
 HON 330 
 HON 332 
 HON 370 
 HON 372 
 HON 380 
 HON 420 
 HON 720 

 

Maintaining the mo-
nitoring device 
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Figure Step Description 

 

5 Depending on the type, replace the 
O-ring (1) * with a new, lubricated 
O-ring or the valve plate with a new 
valve plate. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

6 Turn the diaphragm system over. 
Remove the retaining ring (1) from 
the diaphragm system. 

 

7 Dismantle the diaphragm system: 
(1) Lower diaphragm plate 
(2) Diaphragm 
(3) Upper diaphragm plate * 
(4) Locking sleeve 
 
*) Not for the following types: 
 K2b 
 K2a/1 

 

 

8 Check the diaphragm for damage. 
Replace it if necessary. 
Grease the inner diaphragm bead 
(1). 
Note: See the appendix for the 
lubricants to be used. 

 

9 Replace the quad ring (1) with a new, 
lubricated quad ring. 
Note: See the appendix for the 
lubricants to be used. 
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Proceed as follows: 

Figure Step Description 

 

1 Assemble the diaphragm system: 
 (1) Lower diaphragm plate 
 (2) Diaphragm 
 (3) Upper diaphragm plate * 
 (4) Locking sleeve 
 
*) Not for the following types: 
 K2b 
 K2a/1 

 

 

2 Ensure that the retaining ring is 
seated correctly: 
The retaining ring (1) must be seated 
below the edge of the locking sleeve 
(2) all the way around. 
Make sure that the diaphragm is 
aligned correctly: The side of the 
diaphragm that has a depression at 
the center should be facing down-
ward. 

 

3 Install the guide bushing (1) by 
tightening the 3 screws (2) using a 
crosswise pattern. * 
Tightening torque: 3 Nm 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

4 Insert the valve spindle (1). 

 

5 Depending on the type, firmly tight-
en the hexagon nut (1), the valve 
plate, or the pressure piece. 

Mounting the  
controller 
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Figure Step Description 

 

6 Put in the 6 balls (1). 

 

7 Put on the diaphragm system (1). 

 

8 Screw the cover (1) onto the valve 
spindle (2). 

 

9 Pull the valve spindle (1) upwards 
and press the diaphragm system (2) 
all the way down, overcoming the 
resistance of the balls, or press the 
valve spindle (1) downwards and 
press the diaphragm system (2) all 
the way down, overcoming the 
resistance of the balls. * 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

10 Put the spring (1) in place. 
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Figure Step Description 

 

11 Put the intermediate ring (1) in place. 
* 
*) Only for the following types: 
 K2b  
 K2a/1 

 

 

12 Put on the housing cover (1). 

 

13 Tighten the 4 screws (1) using a 
crosswise pattern. Tightening 
torque:12 Nm 
Tightening torque: Tightening 
torque: 85 Nm for the following 
installation units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

14 Screw on the cover (1). 

 

Proceed as follows: 

Completing the maintenance (see page 33) 
 

 

Next task 
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4.4 Maintenance on the piston measuring unit 

 
Crush and impact hazard posed by components falling or toppling over acci-
dentally. 
When working with heavy components that have been removed or are yet to be 
installed, injury may result if the components start moving in an uncontrolled 
manner, e.g., fall down from the working surface or topple over. 

 Place removed components exclusively on level, horizontal working surfaces 
with enough load-bearing capacity. 

 If necessary, secure removed components so that they will not fall or topple 
over. 

 Wear the required personal protective equipment. 
 Exercise caution when performing the relevant tasks. 
 

Observe the following cleaning instructions: 

 Before assembly, all parts must be cleaned in order to remove any foreign 
particles (swarf) and soiling. 

 If screws, bolts, or washers are replaced with identical new parts, any oil on 
these new parts must first be removed. 

 

Observe the tightening torques below when following the instructions in this 
section: 

Part Tightening torque Step Task 

Guide bushing screws 3 Nm 2 Mounting the controller 

Housing cover screws 12 Nm 11 Mounting the controller 

Housing cover screws Tightening torque: 
85 Nm for the following 
installation units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

11 Mounting the controller 

 

Proceed as follows: 

Figure Step Description 

 

1 Unscrew and remove the 4 screws 
(1) of the housing cover. 

Falling components 

Cleaning 

Tightening torques 

Dismounting the 
controller 
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Figure Step Description 

 

2 Remove the housing cover (1). 

 

3 Unscrew the cap (1). 
The cover is needed as a tool. 

 

4 Remove the spring (1). 

 

5 Screw the cover (1) onto the valve 
spindle (2). 

 

6 Hold down the piston system (2) and 
pull the valve spindle (1) upwards, or 
press the valve spindle downwards. * 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 
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Figure Step Description 

 

7 Remove the piston system (1) by 
lifting it off. 

 

8 Use the magnetic bowl to remove the 
6 balls (1). 

 

9 Depending on the type, screw out 
the hexagon nut (1) or the pressure 
piece. 

 

10 Remove the valve spindle (1). 

 

11 Unscrew and remove the 3 screws 
(1) * of the guide bushing. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 
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Figure Step Description 

 

12 Remove the guide bushing (1) *. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

Proceed as follows: 

Figure Step Description 

 

1 Replace the ring seal (1) with a new 
ring seal or the O-ring (1) * with a 
new, lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

2 Replace the O-rings (1) * and (2) with 
new, lubricated O-rings. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

3 Replace the O-ring (1) * with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 300 
 HON 330 
 HON 332 
 HON 370 
 HON 372 
 HON 380 
 HON 420 
 HON 720 

 

Maintaining the mo-
nitoring device 
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Figure Step Description 

 

4 Replace the O-ring (1) * with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

5 Replace the O-ring (1) with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 

 

6 Disassemble the piston system by 
taking out the locking sleeve (1). 

 

7 Replace the O-ring (1) with a new, 
lubricated O-ring. 
Note: See the appendix for the 
lubricants to be used. 

 

8 Replace the quad ring (1) with a new, 
lubricated quad ring. 
Note: See the appendix for the 
lubricants to be used. 
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Proceed as follows: 

Figure Step Description 

 

1 Reassemble the piston system by 
inserting the locking sleeve (1). 

 

2 Install the guide bushing (1) by 
tightening the 3 screws (2) using a 
crosswise pattern. * Tightening 
torque: 3 Nm 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

3 Insert the valve spindle (1). 

 

4 Depending on the type, firmly tight-
en the hexagon nut (1) or the pres-
sure piece. 

 

5 Put in the 6 balls (1). 

Mounting the  
controller 
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Figure Step Description 

 

6 Put on the diaphragm system (1). 

 

7 Screw the cover (1) onto the valve 
spindle (2). 

 

8 Pull the valve spindle (1) upwards 
and press the diaphragm system (2) 
all the way down, overcoming the 
resistance of the balls, or press the 
valve spindle (1) downwards and 
press the piston system (2) all the 
way down, overcoming the re-
sistance of the balls. * 
*) Only for the following installation 
units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

9 Put the spring (1) in place. 

 

10 Put on the housing cover (1). 
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Figure Step Description 

 

11 Tighten the 4 screws (1) using a 
crosswise pattern. Tightening 
torque:12 Nm 
Tightening torque: Tightening 
torque: 85 Nm for the following 
installation units: 
 HON 503 
 HON 5020 
 HON 703 
 HON 704 

 

 

12 Screw on the cover (1). 

 

Proceed as follows: 
Completing the maintenance (see page 33) 

 
 

4.5 Completing the maintenance 

For instructions on how to install the controller on the actuator assembly with 
which it will operate, please refer to the user manual for the relevant gas pressure 
regulator. Keep in mind that it is always necessary to check the entire gas pressure 
regulator for internal and external leaks and fix them before putting it into opera-
tion for the first time or putting it back into operation. 
 

Depending on what you want to do next, proceed as indicated in the relevant 
section: 

 Storing the device (see page 34) 
 Disposing of the device (see page 35) 

 
 

Next task 

Mounting the con-
troller on the actuator 
assembly 

Next task 



Storage and disposal 
 

 HON 673 Controllers Component Documentation  34 
 

5 Storage and disposal 

 

Topic Page 
Storing the device 34 
Disposing of the device 35 
 
 

5.1 Storing the device 

Observe the following rules: 
 Do not store the device outdoors. 
 Store the device in a dry and dust-free environment on a flat surface. 
 Do not expose the device to any aggressive media, ozone or ionizing radia-

tion or to direct heat sources. 
 Storage conditions:  
 Temperature: 0 °C to 25 °C (32 °F to 77 °F) 
 Relative humidity: < 55%.  

 Avoid mechanical vibrations. 
 Storage periods: 
 When storing the device for up to one year: 

Store the device in its original packaging and in the same condition 
it was delivered. All protective caps of the device must remain in 
place. 

 If the device is stored longer than 1 year (e.g., as a backup device): 
Store the device in the original packaging as it was originally deliv-
ered and check it annually for damage and soiling. Consider the 
storage period in the maintenance cycles. 

Note: Please also observe any storage information provided on the packaging. 
 

The following rules apply to the storage of spare parts: 

 Apply an appropriate protective agent to assemblies at risk of corrosion. 
 If stored correctly, O-rings and gaskets should not be kept longer than 

7 years. 
 Store the spare parts in the original package until they are used. 

 

Contents 

Storage of the  
packing units 

Storage of spare parts 
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Observe the following rules: 

 All device openings and fittings must be sealed and protected from soiling 
and damage. 

 The device’s maintenance condition must be indicated with a label: 
 Date when maintenance was last performed 
 Operating times and operation cycles since the last time mainte-

nance was performed 
 Do not store the device outdoors. 
 Store the device in a dry and dust-free environment on a flat surface. 
 Do not expose the device to any aggressive media, ozone or ionizing radia-

tion or to direct heat sources. 
 Storage conditions:  
 Temperature: 0 °C to 25 °C (32 °F to 77 °F) 
 Relative humidity: < 55%.  

 Avoid mechanical vibrations. 
 Storage periods: Check the device for damage and soiling at least annually. 

When it comes to maintenance cycles, take the preceding operating time in-
to account in addition to the storage time. 

 
 

5.2 Disposing of the device 

Comply with the legally stipulated disposal rules. Observe the following details 
pertaining to the appropriate disposal (not all of the items may be applicable to 
your device): 

 Dispose of the metals according to their types and grades (steel scrap, cast 
iron scrap, light alloy scrap, nonferrous heavy metal scrap, synthetic rubber 
scrap, electronic scrap). 

 Recycle elements made of synthetic materials. 
 Dispose of any other components according to the quality of the materials. 

 
 

Storing devices that 
have already been in 
operation and that are 
intended to be put 
back into operation 
later on 

Appropriate disposal 
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6 Appendix 

 

Topic Page 
Additional information regarding spare parts 36 
Installation unit HON 673 38 

Re-engage differential 38 

Spare part drawing for installation unit HON 300 42 

Spare part drawing for installation units HON 330 and HON 332 44 

Spare part drawing for installation units HON 370 und HON 372 46 

Spare part drawing for installation unit HON 380 49 
Spare part drawing for installation units HON 402 und HON 720 51 

Spare part drawing for installation units HON 503, HON 5020, HON 703 and 
HON 704 53 

Spare parts list, electrical remote indication accessory 57 

Modification of the revision level from K2a auf K2b from May 2017 59 

Maintenance and servicing parts for the controllers 60 
Lubricants, threadlockers, and special tools 64 
 
 

6.1 Additional information regarding spare parts 

Spare parts fall into the following categories: 

Spare parts category Definition 

Maintenance part 
Spare parts that always have to be replaced 
during maintenance. 

Servicing parts 

Spare parts that need to be checked during 
maintenance and that must be replaced if 
necessary due to their condition. 

Spare parts that qualified personnel em-
ployed by the company operating the 
device is allowed to replace in order to 
convert the device (e.g., when changing the 
pressure range). 

Spare parts that qualified personnel em-
ployed by the company operating the 
device is allowed to replace in the event of a 
fault or defect. 

Miscellaneous spare part 

Parts that are listed in the spare part draw-
ings in addition to maintenance and ser-
vicing parts so as to improve communica-
tions between the customer and the man-
ufacturer, but that are not allowed to be 
ordered or replaced without first contacting 
the manufacturer. 

 

Contents 

Spare parts categories 
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 The spare parts always required for maintenance of the controller are 
grouped together into spare parts kits appropriate for the device in question. 
Each spare parts kit has its own part number (part no.). 

 Individual maintenance and servicing parts can be ordered using the corre-
sponding part number which is specified in the bill of materials for the con-
trollers. The required number of maintenance or servicing parts is indicated 
under the relevant part number in the “Part No.” column. If no quantity is 
specified, this means that only one unit is required. 

 

The spare parts list for the HON 673 controller is divided into the following control 
ranges: 

For the upper response pressure 

 Wdso = 25 – 2300 mbar (K1a: diaphragm measuring unit) 
 Wdso = 400 – 5200 mbar (K2b: diaphragm measuring unit) 
 Wdso = 400 – 4500 mbar (K2a/1: diaphragm measuring unit) 
 Wdso = 2500 – 8000 mbar (K2a/2: piston measuring unit) 

For the lower response pressure 

 Wdsu = 10 – 300 mbar (K1a: diaphragm measuring unit) 
 Wdsu = 60 – 400 mbar (K2b: diaphragm measuring unit) 
 Wdsu = 60 – 400 mbar (K2a/1: diaphragm measuring unit) 
 Wdsu = 800 – 2200 mbar (K2a/2: piston measuring unit) 

 

The spare parts drawings are subdivided as follows: 

 K1a, K2b: Spare part drawing for installation unit HON 300 
 Spare parts kits for NBR and FKM variants 

 K1a, K2b: Spare part drawing for installation units HON 330 and HON 332 
 Spare parts kits for NBR and FKM variants 

 K1a, K2b, K2a/2: Spare part drawing for installation units HON 370 and 
HON 372 
 Spare parts kits for NBR and FKM variants 

 K1a, K2b: Spare part drawing for installation unit HON 380 
 Spare parts kits for NBR and FKM variants 

 K1a, K2b: Spare part drawing for installation units HON 402 and HON 720 
 Spare parts kits for NBR and FKM variants 

 K1a, K2a/1, K2a/2: Spare part drawing for installation units HON 503, 
HON 5020, HON 703 and HON 704 
 Spare parts kits NBR and FKM standard variant/outdoor variant 

 K1a, K2b, K2a/1, K2a/2: Spare parts list for accessories 
 Type with proximity sensor 
 Type with reed switch 

 
 

Maintenance and 
servicing parts for 
controller 

Control ranges 

Overview of spare 
parts drawings 
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6.2 Installation unit HON 673 

The following attachment units are possible in combination with the HON 673 
controller: 

Actuator 
assem

bly 

H
O

N
 300 

H
O

N
 330 

H
O

N
 332 

H
O

N
 370 

H
O

N
 372 

H
O

N
 380 

H
O

N
 402 

H
O

N
 503 

H
O

N
 703 

H
O

N
 704 

H
O

N
 720 

H
O

N
 5020 

Controller 

K1a x x* x* x x x* x** x** x x x*** x**** 

K2b x x* x* x x x* x**    x***  

K2a/1        x** x x  x**** 

K2a/2     x   x** x x  x**** 

*) Only for the nominal sizes DN25 and DN50 
**) Only for the nominal size DN25/25 
***) Only for the nominal size DN25 
****) Only for the nominal sizes DN25 and DN25/50 
 

 

6.3 Re-engage differential 
 

HON 673 Pilot spring Overpressure* 
upper response pressure pdso  

Underpressure* 
lower response pressure pdsu  

 

C
ontrollers 

Spring no. 

W
ire diam

eter (m
m

) 

C
olor m

arking 

Specific control range 

M
inim

um
 relatching 

difference betw
een 

response pressure and 
operating pressure 

Specific control range 

M
inim

um
 relatching 

difference betw
een 

response pressure and 
operating pressure 

Accuracy  
group ** 

  Wdso Wdsu  Wdso 
[mbar] 

∆pwo 

[mbar] 

Wdsu 

[mbar] 
∆pwu 

[mbar] 

AG 

K1a 

 

01*** 2.25  Green 25 - 50 20   10/5 

1 2.50  Yellow 50 - 100 30   10/5 

1 2.60  Yellow 50 - 100 20   10/5 

2 3.20  Light red 80 - 250 50   10/5 

3 3.60  Dark red 200 - 500 100   5/2.5 

4 4.75  White 500 - 1500 250   5/2.5 

04 5.00  Yellow 1300 - 1700 300   5/2.5 

9 5.30  Ivory 1600 - 2300 400   5/2.5 

5  1.00 Yellow   10 - 15 12 15 

5  1.10 light blue   10 - 15 12 15 

6  1.20 White   14 - 40 30 15/5 

7  1.40 black   35 - 120 60 5 

8  2.25 Fire red   100 - 300 100 5 

Installation unit 
HON 673 
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HON 673 Pilot spring Overpressure* 
upper response pressure pdso  

Underpressure* 
lower response pressure pdsu  

 

C
ontrollers 

Spring no. 

W
ire diam

eter (m
m

) 

C
olor m

arking 

Specific control range 

M
inim

um
 relatching 

difference betw
een 

response pressure and 
operating pressure 

Specific control range 

M
inim

um
 relatching 

difference betw
een 

response pressure and 
operating pressure 

Accuracy  
group ** 

  Wdso Wdsu  Wdso 
[mbar] 

∆pwo 

[mbar] 

Wdsu 

[mbar] 
∆pwu 

[mbar] 

AG 

K2b 

2 3.2  Light red 400 - 800 100   10/5 

3 3.6  Dark red 600 - 1600 200   10/5 

4 4.75  White 1500 - 4500 300   5/2.5 

4 4.75  White 1500 - 5200 300   5/2.5 

5  1.10 light blue   60 - 150 50 15/5 

7  1.40 black   120 - 400 100 5 

8  2.25 Fire red   350 - 1000  5 

K2a/1 

 

1 3.2  Light red 400 - 800 100   10/5 

2 3.6  Dark red 600 - 1600 200   10/5 

3 4.75  White 1500 - 4500 300  0 5/2.5 

4  1.10 light blue   60 - 150 50 15/5 

5  1.40 black   120 - 400 100 5 

K2a/2 

 

3 4.75  White 2500 - 8000 500   15/5 

3 4.75  White 4000 - 8000 500   15/5 

6  2.25 Fire red   800 - 2200 400 15/5 
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HON 673 Overpressure* 
upper response pressure 

pdso 

Underpressure* 
lower response pres-

sure pdsu 

Main valve with incorporated SAV SAV 

C
ontroller 

 

Specific  
control range 

Specific  
control range 

H
O

N
 300 

H
O

N
 330 

H
O

N
 332 

H
O

N
 370 

H
O

N
 372 

H
O

N
 380 

H
O

N
 402 

H
O

N
 503 

H
O

N
 5020 

H
O

N
 703 

H
O

N
 704 

H
O

N
 720 

 Wdso 
[mbar] 

Wdsu 

[mbar] 

            

K1a 

 

25 - 50     x x        

50 - 100  x x x   x x x x x x x 

50 - 100     x x        

80 - 250  x x x x x x x x x x x x 

200 - 500  x x x x x x x x x x x x 

500 - 1500  x x x x x x x x x x x x 

1300 - 1700      x        

1600 - 2300      x        

 10 - 15    x x        

 10 - 15 x x x   x x x x x x x 

 14 - 40 x x x x x x x x x x x x 

 35 - 120 x x x x x x x x x x x x 

 100 - 300     x        
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HON 673 Overpressure* 
upper response pressure 

pdso 

Underpressure* 
lower response pres-

sure pdsu 

Main valve with incorporated SAV SAV 

C
ontroller 

 

Specific  
control range 

Specific  
control range 

H
O

N
 300 

H
O

N
 330 

H
O

N
 332 

H
O

N
 370 

H
O

N
 372 

H
O

N
 380 

H
O

N
 402 

H
O

N
 503 

H
O

N
 5020 

H
O

N
 703 

H
O

N
 704 

H
O

N
 720 

 Wdso 
[mbar] 

Wdsu 

[mbar] 

            

K2b 

 

400 - 800  x x x   x x     x 

600 - 1600  x x x   x x     x 

1500 - 4500  x x x x x x x     x 

1500 - 5200  x x x   x x     x 

 60 - 150 x x x x x x x     x 

 120 - 400 x x x x x x x     x 

 350 - 1000    x x        

K2a/1 

 

400 - 800         x x x x  

600 - 1600         x x x x  

1500 - 4500         x x x x  

 60 - 150        x x x x  

 120 - 400        x x x x  

K2a/2 

 

2500 - 8000      x   x x x x  

4000 - 8000      x        

 800 - 2200     x   x x x x  

*) NOTE: If the controller is set up for simultaneous use of the upper and lower response pressure, the difference 
between the setpoint values for the upper and lower response pressure (pdso and pdsu) must be at least 10% 
greater than the sum of the values specified for ∆pwo and ∆pwu (pdso - pdsu); min. = 1.1 x (∆pwo + ∆pwu) 
**) The higher accuracy group applies for the first half and the lower accuracy group applies for the second half of 
the control range. 
***) Upon request 
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6.4 Spare part drawing for installation unit HON 300 

K1a 
Response at upper and lower response pressure

 
 
 
 
K2b ab Mai 2017 
(for missing items. see K1a) 

 
Convert K2a to K2b, see Modification of the revision level from K2a to K2b (see page 59) 

 
 
 
 
 
 
Type with HON 915 
 

 
 
Response only at lower response pressure 
 

 
 
Response only at upper response pressure 
Special design (without diaphragm rupture pro-
tec-tion) 
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K1a diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 321 
 1 each of no. 323 

K673-001 

 
K1a diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 321 
 1 each of no. 323 

K673-002 

 

K2b diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 321 
 1 each of no. 323 
 1 each of no. 329 

K673-003 

 

K2b diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 321 
 1 each of no. 323 
 1 each of no. 329 

K673-004 

 

 

Spare part kits for 
installation unit 
HON 300 
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6.5 Spare part drawing for installation units HON 330 and HON 332 
 

K1a 
Response at upper and lower response pressure 

 
 
 
K2b from May 2017 
(For missing items, see K1a) 

 
Convert K2a to K2b, see Modification of the revision level from K2a to K2b (see page 59) 

 
 
 
 
 
 
Type with HON 915 

 
 
Response only at lower response pressure 
 

 
 
Response only at upper response pressure 
Special design (without diaphragm rupture protec-
tion) 
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K1a diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-005 

 

K1a diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-006 

 

K2b diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-007 

 

K2b diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-008 

 

 

Spare part kits for 
installation units HON 
330 and HON 332 
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6.6 Spare part drawing for installation units HON 370 and HON 372 
 

K1a 
Response at upper and lower response pressure 

 
 
Type with HON 915 

 

 
Response only at lower response pressure 
 

  
 
Response only at upper response pressure 
Special design (without diaphragm rupture protec-
tion) 

 

 

K2b from May 2017 
(for missing items. see K1a) 

 
Convert K2a to K2b, see Modification of the revision level from K2a to K2b 
(see page 59) 

K2a/2 
(for missing items, see K1a) 
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K1a diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 642 
 1 each of no. 646 
 1 each of no. 682 

K673-017 

 

K1a diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 642 
 1 each of no. 646 
 1 each of no. 682 

K673-018 

 

K2b diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 646 
 1 each of no. 677 
 1 each of no. 678 
 1 each of no. 682 

K673-019 

 

Spare part kits for 
installation units HON 
370 and HON 372 
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K2b diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 646 
 1 each of no. 677 
 1 each of no. 678 
 1 each of no. 682 

K673-020 

 
K2a/2 K2a/2 diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 646 
 1 each of no. 682 
 1 each of no. 686 
 1 each of no. 687 
 1 each of no. 688 

K673-021 

 

K2a/2 diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 616 
 1 each of no. 617 
 1 each of no. 646 
 1 each of no. 682 
 1 each of no. 686 
 1 each of no. 687 
 1 each of no. 688 

K673-022 

 
80 
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6.7 Spare part drawing for installation unit HON 380 
 

Response at upper and lower response pressure 

 
 
 
K2b from May 2017 
(For missing items, see K1a) 

 
Convert K2a to K2b, see Modification of the revision level from K2a to K2b 

 
 
 
 
 
 
 
Type with HON 915 

 
 
Response only at lower response pressure 
 

 
 
Response only at upper response pressure 
Special design (without diaphragm rupture 
protection) 
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K1a diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 359 

K673-009 

 

K1a diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 359 

K673-010 

 

K2b diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 359 

K673-011 

 

K2b diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 359 

K673-012 

 

 

Spare part kits for 
installation unit 
HON 380 
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6.8 Spare part drawing for installation units HON 402 and HON 720 
 

K1a 
Response at upper and lower response pressure 

 
 
 
K2b from May 2017 
(For missing items, see K1a) 

 
Convert K2a to K2b, see Modification of the revision level from K2a to K2b (see page 59) 

 
 
 
 
 
 
 
Type with HON 915 

 
 
Response only at lower response pressure 
 

 
 
Response only at upper response pressure 
Special design (without diaphragm rupture 
protection) 
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K1a diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-013 

 

K1a diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-014 

 

K2b diaphragm measuring unit, NBR variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
NBR variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-015 

 

K2b diaphragm measuring unit, FKM variant 

Name Description Part no. 

Spare parts kit K2b 
Diaphragm measuring unit 
FKM variant 

Consisting of: 
 1 each of no. 302 
 1 each of no. 309 
 1 each of no. 313 
 1 each of no. 319 
 1 each of no. 329 
 1 each of no. 354 
 1 each of no. 356 
 1 each of no. 357 

K673-016 

 

 

Spare part kits for 
installation units 
HON 402 and 
HON 720 
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6.9 Spare part drawing for installation units HON 503, HON 5020, 
HON 703 and HON 704 

 
 

K1a 
 

 
Outdoor variant only 

Design with upper or lower response pressure 
 

 

K2a/1 (for missing items, see K1a) 

 

K2a/2 (for missing items, see K1a) 
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K1a diaphragm measuring unit, NBR standard variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 

K673-023 

 
K1a diaphragm measuring unit, FKM standard variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 

K673-024 

 

K1a diaphragm measuring unit, NBR outdoor variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
NBR outdoor variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 481 

K673-025 

 

K1a diaphragm measuring unit, FKM outdoor variant 

Name Description Part no. 

Spare parts kit K1a 
Diaphragm measuring unit 
FKM outdoor variant 

Consisting of: 
 1 each of no. 342 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 481 

K673-026 

 

K2a/1 diaphragm measuring unit, NBR standard variant 

Name Description Part no. 

Spare parts kit K2a/1 
Diaphragm measuring unit 
NBR standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 468 

K673-028 

Spare part kits for 
installation units 
HON 503, HON 5020, 
HON 703 and 
HON 704 
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K2a/1 Membran-/1 diaphragm measuring unit, FKM standard variant 

Name Description Part no. 

Spare parts kit K2a/1 
Diaphragm measuring unit 
FKM standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 468 

K673-029 

 
K2a/1 diaphragm measuring unit, NBR outdoor variant 

Name Description Part no. 

Spare parts kit K2a/1 
Diaphragm measuring unit 
NBR outdoor variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 468 
 1 each of no. 481 

K673-030 

 

K2a/1 diaphragm measuring unit, FKM outdoor variant 

Name Description Part no. 

Spare parts kit K2a/1 
Diaphragm measuring unit 
FKM outdoor variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 461 
 1 each of no. 468 
 1 each of no. 481 

K673-031 

 

K2a/2 diaphragm measuring unit, NBR standard variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
NBR standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 468 
 1 each of no. 469 
 1 each of no. 470 

K673-032 
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K2a/2 Membran-diaphragm measuring unit, FKM standard variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
FKM standard variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 468 
 1 each of no. 469 
 1 each of no. 470 

K673-033 

 

K2a/2 diaphragm measuring unit, NBR outdoor variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
NBR outdoor variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 468 
 1 each of no. 469 
 1 each of no. 470 
 1 each of no. 481 

K673-034 

 

K2a/2 diaphragm measuring unit, FKM outdoor variant 

Name Description Part no. 

Spare parts kit K2a/2 
Diaphragm measuring unit 
FKM outdoor variant 

Consisting of: 
 1 each of no. 402 
 1 each of no. 409 
 1 each of no. 413 
 1 each of no. 454 
 1 each of no. 459 
 1 each of no. 468 
 1 each of no. 469 
 1 each of no. 470 
 1 each of no. 481 

K673-035 
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6.10 Spare parts list, electrical remote indication accessory 
 

Type with proximity sensor 
(Does not apply for installation units HON 703/704, and HON 5020) 
 

 

 

 
 

No. / Letter Name Qty. M Material Part no. 

1020 Compression spring 1  FSt 10014020 

1021 O-ring 1 M KG 20425 

1022 Washer 1  St 14136 

1023 Intermediate ring 1  LM 10004792 

1024 Washer 1  St 10004795 

1025 Seeger toothed ring 1  FSt 19188 

1026 Socket cap screw 1  St 11020 

1027 Spring housing 1  GLM 10010616 

1028 Closing cap 1  LM 10004793 

1029 Spring guide 1  LM 10004794 

1030 Proximity switch, consisting of: 1   24046 

1030.1 Proximity sensor 1   24160 

1030.2 Cable connector 1   24099 

1031 Relay 1   24047 
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Type with reed switch 
(Does not apply for installation units HON 703/704, and HON 5020) 

 

 

 

No. / Letter Name Qty. M Material Part no. 

1040 Set screw 1  St 12405 

1041 Solenoid switch 1   102282 

1042 Hex nut 1  St 3399 

1043 Gasket 1 M K 20343 

1044 Socket cap screw 1  St 11020 

1045 Closing cap 1  LM 15801877 

1046 Ring magnet 1   15801824 

1047 Spring guide 1  LM 15801962 

1048 Compression spring 1  FSt 10014020 

1049 Washer 1  St 8271 
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6.11 Modification of the revision level from K2a to K2b from May 2017 
 

K2a 

 

K2b 

 

 

The following parts are installed in the K2b based on the example of the HON 300: 
 

No. Name Qty. M Material K2a 
Part no. 

K2b 
Part no. 

1 Locking sleeve cmpl. 1  LM/stnl./ST 10004929 10022512 

2 Pressure disc 1  LM 10004938 10022516 

3 Locking ring 1 M FSt  19187 

4 Intermediate ring 1  LM 10010598 10022514 

5 O-ring 1 M KG 21005 21005 

6 Diaphragms 1 M KG 18354902 10022515 

7 Hex nut 1  St 10004924 omitted 

8 O-ring 1 M KG 20361 omitted 

 
When replacing diaphragm item 6 (18354902) during maintenance work, a 
spare-parts kit (K673-027) is used to convert to the new revision level K2b. 
All additional spare parts of the K2a continue to be used. 
The revision levels K2a/1 and K2a/2 continue to apply. 
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6.12 Maintenance and servicing parts for the controllers 

Maintenance and servicing parts for installation unit HON 300 
 

   K1a K2b 

No. / 
Letter 

Name Qty Part no. Part no. 

302 Gasket 1 20343 20343 

309 Quad ring 1 101614 101614 

313 Diaphragm, NBR variant 
Diaphragm, FKM variant 

1 10010610 
18356876 

10022515 

317 Locking ring 1 19131  

318 Ball 6 5108 5108 

319 O-ring 1 20371 20371 

321 O-ring, NBR variant 
O-ring, FKM variant 

1 20563 
101396 

20563 
101396 

323 Valve plate, pre-assembled 1 10011084 10011084 

327 Gasket 2 18694 18694 

329 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
21038 

331 Locking ring 1  19187 

 

Maintenance and servicing parts for installation units HON 330 and HON 332 
 

   K1a K2b 

No. / 
Letter 

Name Qty Part no. Part no. 

302 Gasket 1 20343 20343 

309 Quad ring 1 101614 101614 

313 Diaphragm, NBR variant 
Diaphragm, FKM variant 

1 10010610 
18356876 

10022515 

317 Locking ring 1 19131  

318 Ball 6 5108 5108 

319 O-ring 1 20371 20371 

327 Gasket 2 18694 18694 

329 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
21038 

331 Locking ring 1  19187 

351 Locking ring 1 19093 19093 

354 O-ring, NBR variant 
O-ring, FKM variant 

1 20345 
20291 

20345 
20291 

356 Valve plate, vulcanized 1 10003580 10003580 

357 Valve plate, vulcanized 1 10004942 10004942 
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Maintenance and servicing parts for installation units HON 370 and HON 372 
 

   K1a K2b K2a/2 

No. / 
Letter 

Name Qty Part no. Part no. Part no. 

616 O-ring, NBR variant 
O-ring, FKM variant 

1 20345 
20291 

20345 
20291 

20345 
20291 

617 O-ring 1 20371 20371 20371 

619 Locking ring 1 19131   

621 Ball 6 5108 5108 5108 

642 Diaphragm, NBR variant 
Diaphragm, FKM variant 

1 10010610 
18356876 

  

646 Gasket 1 20343 20343 20343 

652 Gasket 3 518017 518017 518017 

677 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
21038 

 

678 Diaphragm 1  10022515  

680 Locking ring 1  19187  

682 Quad ring 1 101614 101614 101614 

686 O-ring, NBR variant 
O-ring, FKM variant 

1   21144 
101222 

687 O-ring, NBR variant 
O-ring, FKM variant 

1   20518 
21229 

688 O-ring, NBR variant 
O-ring, FKM variant 

1   20243 
20598 

 

Maintenance and servicing parts for installation unit HON 380 
 

   K1a K2b 

No. / 
Letter 

Name Qty Part no. Part no. 

302 Gasket 1 20343 20343 

309 Quad ring 1 101614 101614 

313 Diaphragm, NBR variant 
Diaphragm, FKM variant 

1 10010610 
18356876 

10022515 

317 Locking ring 1 19131  

318 Ball 6 5108 5108 

319 O-ring 1 20371 20371 

327 Gasket 2 18694 18694 

329 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
21038 

331 O-ring 1  19187 

351 Locking ring 1 19093 19093 
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   K1a K2b 

354 O-ring, NBR variant 
O-ring, FKM variant 

1 20345 
20291 

20345 
20291 

356 Valve plate, vulcanized 1 10003580 10003580 

359 Valve plate, vulcanized 1 10032579 10032579 

 
Maintenance and servicing parts for installation units HON 402 and HON 720 

 

   K1a K2b 

No. / 
Letter 

Name Qty Part no. Part no. 

302 Gasket 1 20343 20343 

309 Quad ring 1 101614 101614 

313 Diaphragm, NBR variant 
Diaphragm, FKM variant 

1 10010610 
18356876 

10022515 

317 Locking ring 1 19131  

318 Ball 6 5108 5108 

319 O-ring 1 20371 20371 

327 Gasket 3 18694 18694 

329 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
21038 

331 Locking ring 1  19187 

351 Locking ring 1 19093 19093 

354 O-ring, NBR variant 
O-ring, FKM variant 

1 20345 
20291 

20345 
20291 

356 Valve plate, vulcanized 1 10003580 10003580 

357 Valve plate, vulcanized 1 10004942 10004942 

 

Maintenance and servicing parts for installation units HON 503, HON 5020, HON 703 and HON 704 
 

   Standard model 
 

Outdoor type 
 

No. / 
Letter 

Name Qty K1a 
Part no. 

K2a/1 
Part no. 

K2a/2 
Part no. 

K1a 
Part no. 

K2a/1 
Part no. 

K2a/2 
Part no. 

402 O-ring 1 20244 20244 20244 20244 20244 20244 

409 O-ring 1 21069 21069 21143 21069 21069 21143 

413 Diaphragm 1 1001061
0 

1002251
5 

1002251
5 

1001061
0 

1002251
5 

1002251
5 

454 O-ring, NBR variant 
O-ring, FKM variant 

1 20518 
21229 

20518 
21229 

20518 
21229 

20518 
21229 

20518 
21229 

20518 
21229 

459 O-ring, NBR variant 
O-ring, FKM variant 

1 20226 
20751 

20226 
20751 

21143 
20751 

20226 
20751 

20226 
20751 

21143 
20751 

461 O-ring, NBR variant 
O-ring, FKM variant 

1 20309 
20794 

20309 
20794 

 20309 
20794 

20309 
20794 
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   Standard model 
 

Outdoor type 
 

468 O-ring, NBR variant 
O-ring, FKM variant 

1  21005 
20794 

21005 
21038 

 21005 
21038 

21005 
21038 

469 O-ring, NBR variant 
O-ring, FKM variant 

   20243 
20598 

  20243 
20598 

470 O-ring, NBR variant 
O-ring, FKM variant 

   21144 
101222 

  21144 
101222 

481 O-ring, NBR variant 
O-ring, FKM variant 

1    20840 
100286 

20840 
100286 

20840 
100286 

 
Maintenance and servicing parts for electrical remote indication 

 

No. / 
Letter 

Name Qty Part no. 

1021 O-ring, NBR variant 
O-ring, FKM variant 

1 20425 
20747 

1043 Gasket 1 20343 

 

Maintenance and servicing parts for specific control ranges for the lower and upper response 
pressure 

 

K1a K2b K2a/1 K2a/2   

No. / 
Letter 

   Name Part no. 

    Springs for lower response pressure pdsu, optionally:  

306 
406 
645 

    Wdsu 10 mbar - 15 mbar 10000868 

10001828* 

306 
406 
645 

    Wdsu 14 mbar - 40 mbar 10001837 

306 
406 
645 

    Wdsu 35 mbar - 120 mbar 10001760 

 306 
645 

406   Wdsu 60 mbar - 150 mbar 10000868 

645     Wdsu 100 mbar - 300 mbar 10001830*** 

 306 
645 

406   Wdsu 120 mbar - 400 mbar 10001760 

 645    Wdsu 350 mbar - 1000 mbar 10001830* 

   406 
645 

 Wdsu 800 mbar - 2200 mbar 10001830 

    Springs for upper response pressure pdso, optionally:  

644     Wdso 25 mbar - 50 mbar 10001829* 

307 
407 
644 

    Wdso 50 mbar - 100 mbar 10001838 

15802151* 

307 
407 
644 

    Wdso 80 mbar - 250 mbar 10000866 
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K1a K2b K2a/1 K2a/2   

307 
407 
644 

    Wdso 200 mbar - 500 mbar 10000867 

 307 407   Wdso 400 mbar - 800 mbar 10000866 

307 
407 

    Wdso 500 mbar - 1500 mbar 10001839 

 307 407   Wdso 600 mbar - 1600 mbar 10000867 

644     Wdso 1300 mbar - 1700 mbar 18358382*** 

 307 
644 

407   Wdso 1500 mbar - 4500 mbar 10001839 

 307    Wdso 1500 mbar - 5200 mbar 10001839 

644     Wdso 1600 mbar - 2300 mbar 15056094*** 

   407 
644 

 Wdso 2500 mbar - 8000 mbar 10001839 

   644  Wdso 4000 mbar - 8000 mbar 10001839*** 
 

*) Only for HON 370 / HON 372 
**) Only for HON 503 / HON 5020 / HON 703 and HON 704 
***) Only for HON 372 

 
 

6.13 Lubricants, threadlockers, and special tools 

Important! All parts must be slightly greased. 
Use the following lubricants: 

Application Lubricant Part no. 

 All O-rings Silicone grease 27 081 

 Spring plate depression 
 Thread of cover 
 All fastening screws 
 All fittings 

Assembly paste 27 091 

 

Important! All parts must be coated slightly. 
Use the following threadlockers: 

Application Threadlocker Part no. 

 Closing cap threads 
 Hex nut threads 

LOCTITE 26 688 

 

You will need the following special tools for maintenance purposes: 

Application Special tools Part no. 

Topic: 
 Conversion for a different response pressure 

SAV wrench 10004912 

 
 

Lubricants 

Threadlocker 

Special tools 



 

 

Subject to change without notice 

 
 

 

Scan these QR Codes to 
see how Honeywell's 
integrated gas solutions 
can help you to better 
manage your gas assets 
and optimize your value 
chain. 

 

Additional information 
To learn more about Honeywell’s prod-
uct contact your Honeywell Process 
Solutions representative, or visit 
www.honeywellprocess.com or 
www.hongastec.de. 

  

Honeywell Process Solutions 
1250 West Sam Houston Parkway 
South 
Houston, TX 77042 
Phone: 1-602-293-1866 Option 4 
 
Honeywell Gas Technologies GmbH 
Osterholzstrasse 45 
34123 Kassel, Germany 
Phone: +49 (0) 561 5007111 
 
Emaar Business Park, Building 2, 
Sheikh Zayed Road, PO Box 232362 
Dubai, United Arab Emirates 
Phone: +97144505800 
 
Honeywell Engineering Sdn Bhd 
1st Floor, Block B, No.10 
Jalan Bersaru 13/4 
46200, Petailing Jaya Selangor DE, 
Malaysia 
Phone: +603 7626 57000 
 
A1 Building, C&W Industry Zone 
No.14, Jiuxiangqiao Rd., Chaoyang 
District, Beijing, P.R. China 100015 
Phone: +8610-56696001 
 
www.honeywellprocess.com 
www.hongastec.de 

September 2021 
© 2021 Honeywell International Inc.  

 
 


	1 General considerations
	Contents
	1.1 About this component documentation
	Validity and purpose
	Target group
	Illustration
	Safety
	Copyright notice
	Copyright
	Details about the manufacturer’s  liability
	Constructive changes

	1.2 About the safety notices
	Meaning
	Types of safety  notices
	Danger levels
	Warnings about material damages


	2 Description
	Contents
	2.1 Intended use
	Intended use
	Limitations of use

	2.2 Device models
	HON 673 controller models
	HON 673 controller models
	Versions and designs in this component documentation

	2.3 Labels/Markings
	Illegible labels
	Identifying the device
	Verifying the technical specifications
	Locating the monitoring device’s type plates
	Interpreting the type plate on the monitoring device
	Interpreting the additional type plate on the monitoring device
	Labels on connection lines

	2.4 Physical design and operation
	Physical design of the controller K1a, K2b and K2a/1
	Physical design of the controller K2a/2
	Controller connection lines
	Functional diagram of the controller
	How the controller works

	2.5 Special operating information
	Opening the safety shut-off valve (SAV)
	Installation units HON 300, HON 330, HON 332, HON 380, HON 402 and HON 720
	Installation units HON 503, HON 5020, HON 703 and HON 704
	Test connections
	Special maintenance information

	2.6 Technical specifications
	Characteristic device values and materials
	Actuating mechanisms for overpressure
	Actuating mechanisms for underpressure
	Gas properties
	ATEX specifications


	3 Safety
	Contents
	3.1 Basic safety rules
	Target group of these rules
	Purpose of these rules
	How to use this component documentation
	Handling the device
	Requirements concerning the workforce
	Conduct in the event of accidents

	3.2 Requirements concerning the workforce, personal protective gear, workplaces
	Requirements concerning the workforce
	Requirements for the personal protective gear
	Workplace requirements


	4 Maintenance
	Contents
	4.1 Maintenance schedule
	Meaning
	Maintenance  schedule

	4.2 Preparing for the maintenance
	Preparation work for controller maintenance

	4.3 Maintenance on the controller with diaphragm measuring unit
	Falling components
	Cleaning
	Tightening torques
	Dismounting the controller
	Maintaining the monitoring device
	Mounting the  controller
	Next task

	4.4 Maintenance on the piston measuring unit
	Falling components
	Cleaning
	Tightening torques
	Dismounting the controller
	Maintaining the monitoring device
	Mounting the  controller
	Next task

	4.5 Completing the maintenance
	Mounting the controller on the actuator assembly
	Next task


	5 Storage and disposal
	Contents
	5.1 Storing the device
	Storage of the  packing units
	Storage of spare parts
	Storing devices that have already been in operation and that are intended to be put back into operation later on

	5.2 Disposing of the device
	Appropriate disposal


	6 Appendix
	Contents
	6.1 Additional information regarding spare parts
	Spare parts categories
	Maintenance and servicing parts for controller
	Control ranges
	Overview of spare parts drawings

	6.2 Installation unit HON 673
	Installation unit HON 673

	6.3 Re-engage differential
	6.4 Spare part drawing for installation unit HON 300
	Spare part kits for installation unit HON 300

	6.5 Spare part drawing for installation units HON 330 and HON 332
	Spare part kits for installation units HON 330 and HON 332

	6.6 Spare part drawing for installation units HON 370 and HON 372
	Spare part kits for installation units HON 370 and HON 372

	6.7 Spare part drawing for installation unit HON 380
	Spare part kits for installation unit HON 380

	6.8 Spare part drawing for installation units HON 402 and HON 720
	Spare part kits for installation units HON 402 and HON 720

	6.9 Spare part drawing for installation units HON 503, HON 5020, HON 703 and HON 704
	Spare part kits for installation units HON 503, HON 5020, HON 703 and HON 704

	6.10 Spare parts list, electrical remote indication accessory
	6.11 Modification of the revision level from K2a to K2b from May 2017
	6.12 Maintenance and servicing parts for the controllers
	Maintenance and servicing parts for installation unit HON 300
	Maintenance and servicing parts for installation units HON 330 and HON 332
	Maintenance and servicing parts for installation units HON 370 and HON 372
	Maintenance and servicing parts for installation unit HON 380
	Maintenance and servicing parts for installation units HON 402 and HON 720
	Maintenance and servicing parts for installation units HON 503, HON 5020, HON 703 and HON 704
	Maintenance and servicing parts for electrical remote indication
	Maintenance and servicing parts for specific control ranges for the lower and upper response pressure

	6.13 Lubricants, threadlockers, and special tools
	Lubricants
	Threadlocker
	Special tools



